
Screw-On Wire Nut 

PVC

105 °C

300V / 600V

UL-94V2

Material 

Spring 

Max. Temperature  

Max. Voltage 

Flame-Retardant 

 Easy for wire entrance and eliminates wire stands hang  
up. Apply for household appliance and lighting…ect.  

PVC 

Fixed, precise square wire

105 °C / 150 °C

300V / 600V

UL94-V2

 

PRODUCTS DESCRIPTION

Close-End Connector 

UL Nylon 6/6
94-V2

MATERIAL 

TERMINAL  

TEMPERATURE  
RANGE  

 

 

Nylon 6/6 Sleeve

Copper Tube

105 °C 300 Volts Max  
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CHW Type HW Type 

PRODUCTS SPECIFICATION

WIRE RANGE
AWG/mm

ITEM NO.
DIMENSIONS inch (mm)

B d D F L

22 16 AWG 
 1.25 mm

16 14 AWG 
2.0 mm

12 10 AWG
5.5 mm

8 AWG
8.0mm

22 16 AWG 
 1.25 mm

16 14 AWG 
2.0 mm

12 10 AWG
5.5 mm

HW-C3

HW-C4

HW-C5

HW-C8

CHW-C3

CHW-C4

CHW-C5

.197 (5.0)

.220 (5.6)

.280 (7.1)

.374 (9.5)

.219 (5.55)

.219 (5.55)

.291 (7.4)

.094 (2.4)

.118 (3.0)

.157 (4.0)

.189 (4.8)

.094 (2.4)

.118 (3.0)

.157 (4.0)

.268 (6.8)

.315 (8.0)

.413 (10.5)

.472 (12.0)

.252 (6.4)

.252 (6.4)

.378 (9.6)

.314 (8.0)

.354 (9.0)

.394 (10.0)

.433 (11.0)

.314 (8.0)

.354 (9.0)

.394 (10.0)

.713 (18.1)

.827 (21.0)

1.00 (25.5)

1. 09 (27.7)

.610 (15.5)

.610 (15.5)

0.709 (18.0)
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ITEM NO. COLOR
DIMENSION

E1

E2

E3

E4

E5

E11

E21

22~16AWG

22~14AWG

22~14AWG

18~12AWG

18~10AWG

22~16AWG

22~14AWG

105 °C

105 °C

105 °C

105 °C

105 °C

150 °C

150 °C

300V

300V

600V

600V

600V

300V

300V

6.0

7.5

8.2

10.5

13.0

6.0

7.5

8.5

10.1

11.2

13.7

16

8.5

10.1

14.7

17.5

21.4

23.6

26.5

14.7

17.5

Gray

Blue

Orange

Yellow

Red

Black

Black

d(mm) D(mm) L(mm)
WIRE RANGE TEMP. DIELECTRIC
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