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INSULATION 
 
 

Solid Copper

PC

PRODUCTS DESCRIPTION

Insulated Cord End Terminals 

UL Nylon 6/6
94-V2

-40 °C ~ 105 °C

MATERIAL 

TERMINAL  

TEMPERATURE  
RANGE  

 

 

Nylon

Copper Tube

-40 °C ~ 105 °C  

PRODUCTS DESCRIPTION

17 18 

 UL Category 5 ( ) 

L 

F 

C D W 

ITEM NO. 
DIMENSIONS inch (mm) 

F L C D W FRENCH GERMAN DIN 
COLOR SYSTEM 

CE002506
CE002508
CE003406
CE003408
CE005006
CE005008
CE005010
CE007506
CE007508
CE007510
CE007512
CE010006
CE010008
CE010010
CE010012
CE015008
CE015010
CE015012
CE015018
CE025008
CE025010
CE025012
CE025018
CE040010
CE040012
CE040018
CE060012
CE060018
CE100012
CE100018
CE160012
CE160018
CE250016
CE250022
CE350016
CE350018
CE350025
CE500020
CE500025
CE700021
CE950025
CE120027
CE150032
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.236(6.0)

.315(8.0)

.236(6.0)

.315(8.0)

.236(6.0)

.315(8.0)
.394(10.0)
.236(6.0)
.315(8.0)

.394(10.0)

.472(12.0)
.236(6.0)
.315(8.0)

.394(10.0)

.472(12.0)
.315(8.0)

.394(10.0)

.472(12.0)

.709(18.0)
.315(8.0)

.394(10.0)

.472(12.0)

.709(18.0)

.394(10.0)

.472(12.0)

.709(18.0)

.472(12.0)

.709(18.0)

.472(12.0)

.709(18.0)

.472(12.0)

.709(18.0)

.630(16.0)

.866(22.0)

.630(16.0)

.866(22.0)

.984(25.0)

.787(20.0)

.984(25.0)

.827(21.0)

.984(25.0)
1.063(27.0)
1.260(32.0)

.394 (10.0)

.472 (12.0)

.394 (10.0)

.472 (12.0)

.472 (12.0)

.551 (14.0)

.630 (16.0)

.472 (12.0)

.551 (14.0)

.630 (16.0)
.709 (18.0)4
.472 (12.0)
.551 (14.0)
.630 (16.0)
.709 (18.0)
.551 (14.0)
.630 (16.0)
.709 (18.0)
.945 (24.0)
.551 (14.0)
.630 (16.0)
.709 (18.0)
.945 (24.0)
.669 (17.0)
.787 (20.0)
1.024(26.0)
.787 (20.0)

1.024 (26.0)
.866 (22.0)

1.102 (28.0)
.945 (24.0)

1.102 (28.0)
1.102 (28.0)
1.378 (35.0)
1.181 (30.0)
1.260 (32.0)
1.535 (39.0)
1.417 (36.0)
1.575 (40.0)
1.457 (37.0)
1.732 (44.0)
1.890 (48.0)
2.283 (58.0)
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.030 (.75)

.031 (.80)

.039 (1.0)

.047 (1.2)

.055 (1.4)

.067 (1.7)

.087 (2.2)

.110 (2.8)

.138 (3.5)

.177 (4.5)

.228 (5.8)

.287 (7.3)

.327 (8.3)

.406(10.3)

.531(13.5)

.579(14.7)

.657(16.7)

.768(19.5)

.035(0.9)

.037(0.95)

.045(1.15)

.053(1.35)

.061(1.55)

.073(1.85)

.093(2.35)

.118(3.0)

.146(3.7)

.185(4.7)

.236(6.0)

.295(7.5)

.335(8.5)

.417(10.6)

.547(13.9)

.594(15.1)
.675(17.15)
.787(20.0)
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.102(2.6)

.110(2.8)

.118(3.0)

.138(3.5)

.165(4.2)

.189(4.8)

.248(6.3)

.299(7.6)

.346(8.8)

.441(11.2)

.500(12.7)

.591(15.0)

.630(16.0)

.709(18.0)

.787(20.0)

.906(23.0)

.075(1.9)

 

PRODUCTS SPECIFICATION

WIRE RANGE 
mm 

 
2 

Max Insulation OD 
(mm) 

 
ITEM NO. Application 

UR

UY

UB

1.67

1.52

1.27

A two-or three-wire connection for Y type divergence wire of solid copper 0.9-0.4mm
(19-26 AWG) air core or 0.65-0.4mm (22-26 AWG) filled cable.

A two-wire connector for solid copper 0.65-0.4mm(22-26 AWG) cable.

A tap connector for T type divergence wire of solid copper 0.65-0.4mm (22-26 AWG) 
air core or 0.5-0.4mm(24-26 AWG) filled core cable.

 

 

PRODUCTS SPECIFICATION

Make a clean solid and rapid connection of  
your wires to keep your communication lines  
free of noise. Also are available to handle a  
wide range of conductor sizes and allows you  
to handle higher pairs wire. 

 

 

UR Type

UY Type

UB Type

DIN 46228 / 4


