
Company Profile / 

JSP (JYH SHINN PLASTIC Co., LTD.) has been found since 1976, and specialized in produc-
tion of Nylon Cable Tie and Wiring Accessories. We have professional technology in Plas-
tic Injection Model developing & modeling experiences to meet the demand of the 
special requirement of customer’s.  
 
Since the establishment, we continued to supply our customers with high quality, punc-
tual delivery and customer satisfaction. As we are devoted to upgrade our product’s 
quality, we adopt automatic equipment for production line and shorten the time of 
delivery. In 1993, all of our production lines have been approved by UL certificate. In 
2005, our products complied with the European Union’s RoHS standards and are tested 
and certified for compliance by SGS Taiwan Co., Ltd. By doing this, we affirm our top 
quality to return to our clients. 
 
At present, the sales area of our products is spreading all over the world, including 
Europe, USA and Japan, etc. Oversea branch are under programming and develop-
ment to strive for the near future. Future, we will continue to develop new products and 
offer swift and best service to customer and gain the best satisfaction from being our 
customer.    

Nylon Cable Tie 
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MATERIAL 
 

COLOR 
 

FLAME- 
RETARDANT 
 
TEMPERATURE  
RANGE  
 

UL Approved Nylon (PA) 6/6

 

W 

L 

PRODUCTS DESCRIPTION

01 02 

-40 °C ~ 85 °C  

1976 30
 

 

1993 UL
2005 RoHS SGS
 

 

 
 

 

ITEM NO. 

1000PCS 100PCS 

GT-18S

GT-18S

GT-18S

GT-18S

GT-18M

GT-18M

GT-18L

GT-40S

GT-40M

GT-40M

GT-40L

GT-40L

GT-50ES

GT-50S

GT-50S

GT-50S

GT-50S

GT-50M

LENGTH (L)

mm inch 

80

90

100

120

140

160

200

150

200

250

300

370

120

160

190

200

250

300

368

432

150

200

250

300

368

430

470

533

710

430

533

660

710

780

812

3-3/20

3-1/2

4

4-3/4

5-1/2

6-5/16

7-7/8

5-9/10

7-7/8

9-7/8

11-3/5

14-1/2

4-3/4

6-5/16

7-1/2

7-7/8

9-7/8

11-4/5

14-1/2

16-9/10

5-9/10

7-7/8

9-7/8

11-4/5

14-1/2

16-9/10

18-1/2

21

28

16-9/10

21

26-1/2

28

30-5/8

32

2.4

2.4

2.5

2.5

2.5

2.5

2.5

3.6

3.6

3.6

3.6

3.6

4.8

4.8

4.8

4.8

4.8

4.8

4.8

4.8

7.6

7.6

7.6

7.6

7.6

7.6

7.6

7.6

7.6

9.0

9.0

9.0

9.0

9.0

9.0

0.09

0.09

0.10

0.10

0.10

0.10

0.10

0.14

0.14

0.14

0.14

0.14

0.19

0.19

0.19

0.19

0.19

0.19

0.19

0.19

0.30

0.30

0.30

0.30

0.30

0.30

0.30

0.30

0.30

0.35

0.35

0.35

0.35

0.35

0.35

15

16

18

30

35

40

50

33

50

60

76

102

24

38

43

50

60

76

102

110

36

50

65

76

102

110

120

140

190

110

140

175

190

228

239

3/5

3/5

7/10

1-3/16

1-3/8

1-3/5

2

1-3/8

2

2-3/5

3

4

1

1-1/2

1-7/10

2

2-2/5

3

4

4-2/3

1-2/5

2

2-3/5

3

4

4-1/3

5

5-1/2

7-1/2

4-1/3

5-1/2

7

7-1/2

9

9-2/5

8

8

8.1

8.1

8.1

8.1

8.1

18.2

18.2

18.2

18.2

18.2

22.17

22.17

22.17

22.17

22.17

22.17

22.17

22.17

54.4

54.4

54.4

54.4

54.4

54.4

54.4

54.4

54.4

79.4

79.4

79.4

79.4

79.4

79.4

17-5/8

17-5/8

18

18

18

18

18

40

40

40

40

40

50

50

50

50

50

50

50

50

120

120

120

120

120

120

120

120

120

175

175

175

175

175

175

WIDTH (W)

mm inch 

BUNDLE DIA

mm inch 

TENSILE STREGNTH

kgs lbs 

PRODUCTS SPECIFICATION
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2 

2 
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GT-50L

GT-50L

GT-120ES

GT-120S

GT-120S

GT-120EM

GT-120M

GT-120M

GT-120M

GT-120M

GT-120L

GT-175ES

GT-175S

GT-175M

GT-175L

GT-175L

GT-175L
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2 

2 

1 

3 

2 

2 

1 
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