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Stainless Steel Tie (Ladder Type) 

AISI 316 / 304 MATERIAL 
 
TEMPERATURE  
RANGE  
 

AISI 316 / 304 Stainless Steel

 

LCT1:WithoutCoating / LCT2: Black Nylon 11 Coating 

SUS 316/304   T=0.010" (0.3mm) 

 

PRODUCTS DESCRIPTION

ITEM NO. 

MAX

BUNDLE DIA 

mm 

LENGTH APPROX 

inch mm inch mm inch kg lbs 

" L "

WIDTH APPROX 

" W " MIN LOOP PKG.

QTY.TENSILE 

PRODUCTS SPECIFICATION

STL-150S

STL-195S

STL-255S

STL-335S

STL-490S

STL-635S

STL-150M

STL-195M

STL-255M

STL-335M

STL-490M

STL-635M

.86

1.7

2.5

3.5

5.4

7.2

.86

1.7

2.5

3.5

5.4

7.2

22

45

64

89

139

185

22

45

64

89

139

185

5.9

8

10

13

19

25

5.9

8

10

13

19

25

150

195

255

335

490

635

150

195

255

335

490

635

.28

.472

7

12

250

250

113.4

113.4

100

100

-80 °C  ~ 538 °C -80 °C  ~ 538 °C

A unique multi-locking design could make 
installation more quickly & easily. Besides using 
corrosion resistant S.S. 316/304, the coated 
with Nylon 11 for excellent chemical & weath-
ering resistance. The feature suit for indoor, 
outdoor and underground, especially focus 
on tough environment which like Telecommu-
nication, Marine Vessels, Aircraft & Engineering 
Mechanism.

 

Stainless Steel Cable Tie (Releasable Type) 

AISI 316 / 304 MATERIAL 
 
TEMPERATURE  
RANGE  
 

AISI 316 / 304 Stainless Steel

 

PRODUCTS DESCRIPTION

ITEM NO. 

MAX

BUNDLE DIA 

mm 

LENGTH APPROX 

inch mm inch mm inch kg lbs 

" L "

WIDTH APPROX 

" W " MIN LOOP PKG. 

QTY.TENSILE 

PRODUCTS SPECIFICATION

STC2-152S

STC2-229S

STC2-305S

STC2-457S

STC2-610S

1.5

2.5

3.5

5.4

7.3

38

63

86

137

185

6

9

12

18

24

152

229

305

457

610

.248 6.3 300 136 100

-80 °C  ~ 538 °C -80 °C  ~ 538 °C

The design provides quick and easy applica-
tion and can just easily be released for reuse. 
Halogen-Free Nylon coating has excellent 
chemical & weathering resistance, long life 
expectancy and UV-resistant. 
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SUS 316/304   T=0.010" (0.5mm) 

BLACK NYLON 11 COATING 

 

L 

T 
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